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INTERNATIONAL LIGHTWEIGHT
FLEXIBLE STEEL CONDUIT
(NON UL. CONTRACTOR GRADE. TYPE NA)

FEATURES:

Interlock steel construction * Fits standard clamp tvpe [ittings

.

Hot dip galvanized coating * Tull mterlock construction for

« Excellent smooth appearance maximum strength and ease ol use

* Easily cut to length on the job

.

Smooth interior for easv wire
pull-thru * Delivers long-lasting wiring protection

-

Flexibility in an economic design

-

Superior finish dresses up all
mstallations

USES:

This low cost conduit is used for elecrrical wiring where listed products
are not needed.

SPECIFICATIONS:

Trade Size Nominal Acceptable Bending  Approx.  Approx.
And Internal External Radius Weight Feet Per
Catalog Diameter Diameter in of Standard
Number Min. Max. Min, Max. Inches 100 Ft. Coil
NA-5/8 0455 0483 0,560 0.610 2 0 a0
NA-1/2 0735 0.795 0.860  0.920 3 22 a0
NA-3/4 0.920 0.980 1.045 1.105 4 28 50
NA-1 1.175  1.255 1.300  1.380 3 34 50
NA-1-1/4 1425 1505 1.350  1.630 6-1/4 42 a0
NA-1-1/2 1.725  1.825 1850 1.930 7-172 M 30
NA-2 2.225 2325 2,350 2450 10 68 50
NA-2-1/2 2.735 2935 2.860  8.060 12-1/2 85 50
NA-3 3235 3435 3360 5.560 15 105 30
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QUALITY MATERIALS * QUALITY MANUFACTURING
QUALITY PERFORMANCE

320 Goodrich Road - Bellevue, O 44811-0149 = Phone: 419.483.7690
Fax: 419.483.8225 - Toll Free: 800.458.6855 — www.metalhose.com

20



Effective fannary, 2007

L

A 8

INTERNATIONAL STAINLESS
STEEL INTERLOCK CONDUIT
(NON-UL. AIRCRAFT GRADE. TYPE ISS)

FEATURES:

* 300 series stainless steel construction * Built-in flexibility for simplified
* Naturally rust and corrosion resistant positioning
« Superior durability and strength * Excellent crush proof qualities
«- Smooih interior for easy wire * Will withstand approximately 750° F
pull-thru ' * Can be lurnished stifl wound

z 1 i 4 sndine ¢ 3 e 1eatl
* Extremely flexible for easy installation depending on end use application

USES:

International Stainless Steel Interlock Conduit is used in heating elements and
thermocouples as well as the automotive, communication and aircrafi industries
for wire and line protection.

SPECIFICATIONS:

Trade Size Acceptable Acceptable Bending  Approx.  Approx.

And Internal External Radius ~ Weight  Feet Per

Catalog Diameter Diameter in of Standard
Number Min. Max. Min. Max. Inches 100 Ft. Coil
I1S5-1/8 0.125  0.150 0.250 0275 1 1.5 230
1S5-3/32 0.156  0.181 0.281  0.306 1 22 250
185-3/16 0.187 0.212 0.290 0.310 1 3.75 250
188-7/32 0218 0.243 0.345  0.368 1.125 5.4 250
IS5-1/4 0250 0.275 0.350 0388 1.25 G 250
155-9/32 0281 0306 0406 0431 2 6.8 250
155-5/16 0312 0337 0437 0462 2.125 7 250
155-3/8 0.375 0400 0500 0.525 2.25 8.4 250
1SS-7/16 0457 0462 0,562  0.587 2375 9.2 200
155-1/2 0500 0.525 0,625 0.6a0 2.5 12 200
155-9/16 0.562  0.587 0.687 0.712 2.75 15 200
1S5-5/8 0.625 0.650 0750 0.775 2.875 17 200
185-54 0,750  0.773 0875 0.900 3 21 200
1S8-7/8 0.875  0.900 1.O00 - 1.023 3.5 24 A
155-1 1.000  1.025 1.125  1.150 4 28 50
185-1-1/4 1.250 1.275 1575 1.400 6 40 50
155-1-1/2 1500 1.325 1625 1630 8 18 all
155-2 2000 2,025 2,125 2150 9.5 654 a0

Lavger LD, sizes ate available on seqitest — consull fae tary.
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INTERNATIONAL SQUARELOCK

FLEXIBLE STAINLESS STEEL
CONDUIT
(NON-UL. AUTOMOTIVE GRADE. TYPE SLS)

FEATURES:

W,

" * 300 series stainless steel * Easy installation to follow contours
- LRSI * Built-in flexibility for simplified
-‘ * Squarelock construction for positioning
- o maximum fexibility * Will withstand approximately 750° F
- E Naturally rust and corrosion * Available with cotton cord or heat
- - Al resistant packing
- - * Superior durability and strength ¢ Also available in 400 series stainless
- » Excellent for use in corrosive steel and CDA 260 brass
. atmospheres

USES:

International Squarelock Stainless Steel Conduit can be used lor wiring raceways
where corrosion and heat are problems, such as thermocouples and heating elements.
Also, it is used in the automotive industry for protective covering over power steering
assemblies, wires, hvdraulic lines, brake lines, etc. Brass versions are commonly used
in plumbing applications.

SPECIFICATIONS:

Trade Size Acceptable Acceptable Bending  Approx.  Approx. _
And Internal External Radius ~ Weight  Feet Per
Catalog Diameter Diameter in of Standard
Number Min.  Max. Min. Max. Inches 100 Fr. Coil
SLS-3/16 0.187 0.212 0.290  0.310 3/4 3.1 250
SLS-1/4 0.250 0.275 0.350  0.388 ! n 250
SLS-5/16 0312 0337 0437 0467 L2 6 250
SLS-38 0.375  0.400 0.500  0.530 1-3/4 8 250
SLS-7/16 0437 0462 0.562  0.592 1-7/8 9 250
SLS-1/2 0,500  0.523 0,625 0.655 2 10 250
SLS-5/8 0.625 0.650 0.750 0.780 - 2-1/4 Ll

Larger 1D, sizes are available on wyuest — consull faclory.

JE

INTERNATIONAL
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Effective January, 2007

INTERNATIONAL SEALSKIN™

EXTRA FLEXIBLE LIQUID-TIGHT
METALLIC CONDUIT
(NON-UL. EXPORT GRADE. TYPE EXLT)

FEATURES:

* Extra flexible for extra easy use

Smooth interior for easy wire
* Corrosion resistant steel core for pull-thru
lasting mechanical protection

Easily cut to length on the job

Durable, abrasion resistant PVC Accepts standard liquid-tight
Jacket won't wrinkle or shrink from connectors
cut ends

Delivers long-lasting wiring protection
Complete protection against most where listed products are not required
liquids and moisture vapors

* Generally applicable
* Resists sunlight, heat, oil and temperature range:
chemical degradation 20° Cto +50° C(-3° F 1o +122° F)

USES:

International Sealskin™ gives lasting wiring protection on machine tools, portable
tools, presses, welders, pumps, blowers, grinders, conveyors, heating equipment
and automated lines for forging, plating, molding, blasting, rolling, die casting,
processing, extruding, etc,

SPECIFICATIONS:

Trade Size Acceptable Acceptable Bending Appmx. o Approx.
And Internal External Radius ~ Weight  Feet Per
Catalog Diameter Diameter =~ in Hnf Standard
Number Min. Max.  Min. Max.  Inches  100Ft Coil
EXLI-3/8% 0484 0.504 0.690  0.710 1-172 195 100
EXLT-1/2# (1.622  0.642 0,820 0.840 2 245 100
EXLT3/4*  0.820 0840 1030 1050 234 30 100
EXLE1* 1041 1066 1290 1.315 6. 605 100
EXLT-1-1/4% L3800 1410 L6300 1.660 6 71.5 100
EXLT-1-1/2% 1.5375 1600 1.865  1.900 7 92 50
EXLT-2* 2020 2,045 2340 2375 gz 140 50
EXLT2-1/2 2480 2505 2.840 2875 11 170 50
EXLT-3 5070 3.100 3460 5.500 13-1/2 312 25
EXLT-3-1/2 5500 5540 3960 4000 18 372 25
EXLT4 4.000  4.040 4460 4.500 22 424 25

“Aso woartable on reels.

INTERNATIONAL
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Effective January, 2007

INTERNATIONAL FLEXIBLE
STEEL CONDUIT
(NON-UL. EXPORT GRADE. TYPE IC)

FEATURES:

+ Steel construction * Easy installation 1o follow contours

* Hot dip galvanized zinc coating * Built-in flexibility for simplified
won't llake or peel positioning

* Corrosion resistani * Crush resistant

* Smooth interior for easy wire * Standard connectors available from
pull-thru leading manufacturers

* Lightweieht for easier handling
] o =)

USES:

International Flexible Steel Conduit can be used for an electrical raceway
where listed products are not required.

SPECIFICATIONS:

Trade Size Acceptable Acceptable Bending  Approx.  Approx.
And Internal External Radius ~ Weight Feet Per

Catalog Diameter Diameter in of Standard
Number Inches 100 Ft. Coil
1C-3/8 0.375 0.610 ) 12 100 or 250
1C-1/2 0.625 0.920 3 23.9 100
1C-3/4 0.812 1.105 4 24.5 100
1C-1 1.000 1.380 5 34 50
1C-1-1/4 1.250 1.630 6-1/4 41} a0
1C-1-1/2 1.500 1950 7-1/2 48 25
1C-2 2.000 2450 10 72 25
1C-2-172 2.500 3.060 12-1/2 112 25
1C-3 J.000 3.560 13 140 25
1C-3-1/2 3.500 4.060 17-1/2 136 25
1G4 4.000 4,560 20 210 25

Special packaging: 5/16" and 318" - Avwilable in 1000 fi., 1500 fi. and 2000 fi. reels.
127 and 34" - Available in 300 {1, o 1000 f1. reels.
I thvongh A" - Aoailable on veels = consult factory.
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